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CENTA, mükemmel ve kesintisiz hizmet 

-

-

HAKKIMIZDA -

Türkiye asansör sektöründe 

-
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CENTA has adopted the principle of 
perfect and uninterrupted service. 
The most important rule is to respond 
quickly and effectively to custom-
er expectations and to produce boy 

Turkey and to the world 24/7.

CENTA Elevator was established in 
1992 and started to produce eleva-
tor door detectors and electronic 
overload systems in 2000. CENTA 
operates from Istanbul to add val-
ue to the world’s elevator industry.

that produces door detectors and overload 

the international arena with more than 30 
countries with its exported products.

With 11 white-collar and 23 blue-collar 
employees in its 3000 m² production 

and at world standards.

ABOUT US

CENTA is the only company that 
can respond instantly to customer 
demands thanks to its wide prod-

product stock.

As a condition of development and 
-

ers better quality and advanced 
products every year by constantly 

manufacture door sensors 
and electronik overload 
systems in Turkish elevator 

sector.
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Control Unit InformationKonrol Ünitesi Bilgileri

Çalışma Gerilimi 
Güç Tüketimi
Röle Kontak Özellikleri
Sesli İkaz
Göstergeler
Mekanik Ölçüler

Operating Voltage
Power Consumption
Relay Contact Features
Audible Warning
Indicators
Mechanical Dimensions
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250VAC-10A/NO,250VAC 6A NC250VAC-10A/NO,250VAC 6A NC

-10°C +65°CÇalışma Sıcaklığı: -10°C +65°COperating Temperature:
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DOOR 
DETECTORS

DT42

Technical InformationTeknik Bilgiler

Working Distance
Standard
Number of LEDs
Distance Between LEDs
Response Time
Indicators
Sleep Mode Switching Time
Cable Length

Protection Class

: 350 cm
: EN 81-20
: 42
: 44 mm
: <220 ms
: Power LED and Alarm LED
: 5 minutes
: 320 cm, 4x0.22mm² LIYCY
: 200 cm
: IP54

Control Unit InformationKonrol Ünitesi Bilgileri

Operating Voltage
Power Consumption
Relay Contact Features
Audible Warning
Indicators
Mechanical Dimensions

: 110-240VAC, 50/60Hz (24VAC/DC opt.)
: 2.2W Max.
: 3A, 125VAC, NC/NO
: 50dB, 1 Meter / On-Off 
: Power LED
: 127x57x27mm
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DOOR 
DETECTORS

Technical InformationTeknik Bilgiler

Working Distance
Standard
Number of LEDs
Distance Between LEDs
Response Time
Status Indicators
Sleep Mode Activation
Audible Alarm
Relay Contact Specs
Operating Voltage
Power Consumption
Cable Length

Protection Class

: 350 cm
: EN 81-20
: 42
: 44 mm
: <220 ms
: Power LED and Alarm LED
: 5 minutes
: Optional
: 1A 24VDC NC/NO
: 24V AC/DC
: 2W Max
: 320 cm 4x0.22mm² LIYCY
: 200 cm
: IP54
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DT42 24V AC/DC

DIRECT CONNECTION
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DOOR 
DETECTORS

DT45

Technical InformationTeknik Bilgiler

Working Distance
Standard
Number of LEDs
Distance Between LEDs
Response Time
Indicators
Sleep Mode Switching Time
Cable Length

Protection Class

: 300cm
: EN 81-20
: 45
: 50mm
: <280ms
: Power led and Alarm led
: 5 minutes
: 320cm, 4x0.22mm LIYCY
: 200cm
: IP54

Control Unit InformationKonrol Ünitesi Bilgileri

Operating Voltage
Power Consumption
Relay Contact Features
Audible Warning
Indicators
Mechanical Dimensions

: 110-240VAC, 50/60Hz (24VAC/DC opt.)
: 3W Max.
: 3A, 125VAC, NC/NO
: 50dB, 1 Meter / On-Off 
: Power LED
: 150x60x30mm
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As CENTA, besides our standard product range, we also 
manufacture special photocell sensors for your project. 

dimensions, different detection distances, materials suitable 
for ambient conditions or your integration requirements.

-

1. Project Oriented Design 

2. Adaptability to Different Operating Conditions 
   Models with wide temperature tolerance for extreme hot/
cold environments (-30°C to +70°C).    IP65/IP67 protection 
class options for dusty/humid areas.
3. Ease of Technical Integration   

Beyond the Standards, Customized Solutions

CUSTOM MADE DETECTORS

Fotosellerimiz, otomatik test sistemlerinden 
-

Our detectors undergo automated testing 
systems to verify they meet the highest 
quality and reliability standards.
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DOOR DETECTORS TYPES
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DOOR DETECTOR 
ACCESSORIES

Mounting Kit 

i
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POINT DETECTOR

Technical InformationTeknik Bilgiler
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